


Autofocus Lens 
70-210mm _ F4-5.6 


NOMENCLATURE 


i Focusing Ring 
2. Zoom/Ring 





TO MOUNT: 

Your Quantaray autofocus lens is attached to your camera and will function automatically in the same manner as your 
normal lens. 

FOCUSING : 

1. Auto focusing 

In auto-focus mode, your camera will set the focus automatically. 

While focusing, please do not touch the focusing ring on top of the lens. 

2. Manual focusing 

In manual mode, you can set the focus easily by focus signal in the view finder. 

Turn the focus ring for the direction of “[> <]” mark indicates. 

For example, if “>” mark is appear, you turn right. And when “O” mark is on, you are in focus now. 


NOTICE : 
When both focus signals blink, subject must be focused visually on view finder. 


ZOOMING : 
Push and pull the zoom ring for your desired composition. 


IN FRARED PHOTOGRAPHY : 

1. Follow the regular focusing sequence first. 

2. Then put the focus mode switch of camera in “M” (manual). 

3. Turn the focusing ring manually so that the distance scale aligned with center focus mark is now aligned with the infrared 


guid mark “R”. 


m LENS SPECIFICATIONS 


LENS CONSTRUCTION 12-9 
ANGLE OF VIEW | 34°-11.5° 
MINIMUM APERTURE F22-32 

















MINIMUM FOCUSING DISTANCE | NORMAL 1.5m 
FILTER (SCREW-IN) SIZE 52mm 
DIMENSION 72 89mm 
WEIGHT (NET WITHOUT CASE FOR PK MOUNT) 500g 
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